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1. Introduction

The purpose of this study is to examine the New Hampshire Department of Environmental
Services proposed In-stream Flow Rules, or IFR. Before the proposed IFR can move forward to
the state Legidature, the potential economic impacts to the regulated community must be assessed.
To do so, NH DES developed an agreement with Hydrologic Services, Inc. to perform an in-depth
analysis of historic U.S. Geological Survey streamflow time series data and statistically summarize
how the target, regulated community might have had to behave/comply with the IFR. Other parties

who are responsible for performing the economic impact assessment analysis will use these statistics.

Using 34 U.S. Geological Survey stream gage sites, selected by the NH DES, three “random
variables’ are examined and their statistics are presented in thisreport. Thefirst random variableis
streamflow. The streamflow is summarized by special statistics, referred to herein as quantiles. A
quantile is some magnitude of streamflow that is equaled or exceeded with some probability.
Notation wise, a quantileis frequently written as “Q,, where the subscript “p” is may be written asa
percentile, the flow rate, Q, exceedance probability multiplied times 100. The closer the percentileis

to 100, the smaller the streamflow rate, in other words, Qso > Qoo.

The proposed | FR invokes various conservation and shut-off orders depending upon the specific
quantile. Qso, aflow ratethat is equaled or exceeded approximately 60 percent of the time during
the period-of-record sampled is a conservation flow rate. Qg iSa more conservative flow rate in that
relative to Qg flow conditions, the regulated community will need to conserve more water. Qg iS
the proposed shut-off threshold quantile. To further assist NH DES, and make for a more robust
study, additional quantiles are estimated. Theseinclude Qo, Qos and Qos and Q; 10. Q710 iSa pecia
annual, low streamflow statistic used for many yearsto assist in the design of wastewater treatment
plant processtrains. Following areview of the present study, NH DES may choseto alter the IFR

by using different quantiles and the attendant results will assist in those deliberations.

The second random variable and subsequent set of statistics devel oped during this study and
described in thisreport isthe number of regulatory events each year. Sampling the stream gage time
series data relative to a specific IFR quantile by carefully following the regulatory event definition
deveops thisrandom variable. During along period-of-record, there may be wet years/seasons

during which the IFR would not have been triggered. Conversely, during some dry years/seasons,
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the IFR might be triggered into place many times. For each quantile, the average or mean, standard
deviation, minimum, maximum, and 95% confidence interval of the mean number of IFR events per
year are determined by calendar year and IFR season. For the entire period-of-record of streamflow

data, only the mean number of events per year can be quantified.

The third random variable and subsequent set of statistics developed and reported on in this study
focuses on the duration characteristics of aregulatory event. Sampling the stream gage time series
datareative to a specific IFR quantile in accordance with the regulatory event definition develops
thisrandom variable. A short duration dry spell following by arainstorm may result in a short
duration IFR event that lasts only four days, the minimum event duration. A sustained dry spell
might result in an IFR event that lasts for several months. For each quantile, the average or mean,
standard deviation, minimum, maximum, and 95% confidence interval of the mean event duration in

days by calendar year, IFR season and for the entire period-of-record, are presented.

Subsequent chapters describe how the quantile, number of regulatory events per year and the
event duration dtatistics are estimated. Following that presentation is some preliminary analyss
designed to assist NH DES and others with their analysis of the results presented herein. Appendix |
liststhe 34 U.S. Geological Survey stream gages used in this study. Appendix 11 is a presentation of
the various estimated streamflow quantiles for each of the 34 stream gages. Appendix Il isa
presentation of the statistics of the number of events per year, by quantile and by stream gage.
Appendix 1V isa presentation of the statistics of the event duration in days, by quantile and by
stream gage. Appendix V is an example time series for one USGS streamgauge period-of-record,

Qqo regulatory event.
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2. Estimating the Streamflow Quantiles

The Qso, Q70, Qs0, Qoo, Qos and Qqs Seasonal threshold streamflow quantiles are estimated using a
technique described by Vogel and Fennessey (1994). Using the longest available continuous
calendar year (Jan 1 through Dec. 31) period-of-record for the 34 U.S. Geological Survey stream
gageslisted in Appendix I, the data are parsed into four separate populations. Population 1
comprises all streamflow records for days between January 1 and March 15 (winter). Population 2
comprises all streamflow records for days between March 16 and May 31 (spring). Population 3
comprises all streamflow records for days between June 1 and October 31 (summer). Population 4

consists of all streamflow for days between November 1 and December 31 (autumn).

Let n equal the number of daily observations from one of these four populations. Let theith
member of one of these four populations be described as g wherei=1,n. If the streamflow
observations of this population are rank-ordered then the result isthe set of order statistics, g,
wherei =1,n. Herequ) equalsthe largest observed value among all g and g, equals the smallest
observed value among all g;. In other words, the daily data belonging to a specific population is
arranged from largest to smallest.

Using the notation provided by Voge and Fennessey (1994), each quantileis estimated using the
weighted estimator first presented by Parzen (1979), shown below as Equation (1).

Qp = (1' q)q (i) + ad (i +1) (1)

wherei=[(n+1)p] and q = [(n+1)p-i] and p equals the exceedance probability, p=P[Q®g]. The
quantile estimator Q, is undefined for values of p that lead to i=[(n+1)p]= 0.

The Q10 isestimated for each of the 34 stream gauges. This statistic is provided for a point of
comparison and is not presently being considered for use as a regulatory threshold smply because it
isan annual, not a seasonal, statistic. Each gage' s complete period-of-record is parsed into annual
sub-sets of nday=365 or 366 calendar year daily observations. The annual seven-day low-flow for
theith of nyears of record is determined by Equation (2), and shown below. For j=1,nday-6

j *6

Q: =MN- & Q 2
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where Q-; istheith year’s, smallest seven consecutive days of streamflow. These nyear annua
values (for example, thirty numbers for athirty year record) are rank ordered thereby becoming order
statistics. Equation (1) isthen used to estimate the T=10 year lowflow event with corresponding
exceedance probability p equal to 0.9.

3. Thelnstream Flow Rule Regulatory Event

In order to be able to develop a sample population of both the number of events per year variable
and the event duration variable, a concise definition of that which constitutes a Regulatory Event is
necessary. After lengthy collaboration with NH DES program staff, a final definition was devel oped.
Thefinal NH DES definition of aregulatory event, which is different from the version found in the
original agreement between NH DES and HY SR, Inc., is provided below.

DESCRIPTION OF A “REGULATORY EVENT”

DEFINITIONS
Regulatory seasons are. winter — January 1 (12:01 AM) to March 15 (11:59 PM);

goring — March 16 to May 31; summer — June 1 to October 31; autumn — November 1 to December
31.

A “Decision Day” occurs when the commissioner decides, after reviewing streamflow data for
previous days, to issue or lift an order. Streamflows measured on the “Decision Day “ are not used
in the decison made on that day.

A “Trigger Flow” isan average daily streamflow standard that is compared to average daily
streamflow to determine whether to issue or lift an order. Trigger flows are determined separately
for each season and each watershed. For example, the summer Q60 (the average daily summer
streamflow value that is equaled or exceeded 60% of the time) isatrigger flow.

An “Order” isanoticeissued by the commissioner to restrict or cease consumptive water use, based
on evaluation of average daily streamflow relative to atrigger flow. An order goes into effect at
12:01 AM on the day after a Decision Day. An ordersexpiresat 11:59 PM on the Decision Day.
Orderslast for 10 days, unless conditions for earlier expiration are met.

A “Regulatory Event” or “Event” is a continuous sequence of days during which orders associated
with a particular trigger flow arein effect. Aslong as orders are continuoudly in effect they count as
asingle event. Events associated with different trigger flows are different events. [For counting
purposes events may be seasonal, annual or period-of-record events. A new seasonal event begins
following a decision day after a new regulatory season has begun, even though the sequence of days
during which the orders are in effect may be continuous. For annual event counting, a new event
occurs following a decision day after a new regulatory season begins, even though the sequence of
days during which the orders are in effect may be continuous. Period-of-record events are counted
whenever a Decision Day resultsin anew order being issued|
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REGULATORY EVENT DESCRIPTION

Average daily streamflows from gage data are assessed daily against each trigger flow. An event
begins concurrent with the issuance of a reduction/cessation order at 12:01 AM on the day after a
Decision Day when average daily streamflow has been less than the trigger flow for the Decision Day
during each of the prior four days. Streamflow is always assessed using the trigger flows for the
current Decision Day. For example, for Decison Day January 1, if average daily streamflow has
been less than the winter trigger flow associated with Q60 for each of December 31, 30,29,28 then
an order isissued on January 1 that causes a winter Q60 event to begin at 12:01 AM on January 2.

A new order isissued at 12:01 AM on the 11" day after the previous order was issued if streamflow
has been less than the trigger flow for the Decision Day during each of the four previous days. If this
condition is not met, the order expires at 11:59 on the Decision Day and the event ends. In the
example above, if streamflow has been less than the winter Q60 trigger for each of January 10,9,8,7
then an order isissued on January 11 that causes a subsequent winter Q60 order to begin on January
12. Thisisconsdered a continuation of the event.

In addition to the criteriafor order expiration above, a reduction/cessation order expiresat 11:59 PM
on a Decison Day when average daily streamflow for each of the four previous days has been

greater than 1.5 timesthe trigger flow for the Decision Day. The ending of an order with a greater
trigger flow also ends al orderswith lesser trigger flows. Ordersissued in one season continue into
the next season. An order in the new season is not issued until an order issued in the previous season
has expired. An event in the new season begins when an order isissued using the new season’s
trigger flow.

For concurrent orders, the most restrictive consumptive use limitations of any order in effect apply.

An example regulatory event time series data record is presented in Appendix V. Thisexample
was devel oped using the regulatory event definition relative to the HY SR, Inc. estimated Q90
seasonal quantile, devel oped especially for the period-of-record sub-set (versus annual or IFR season
sub-sets). Similar data sets have been devel oped for each of the 34 streamgauges, Qso, Q70, Qso, Qoo,
Qos and Qqg quantiles, by season, by year and for the period-of-record. These data sets, prepared by
HY SR, Inc. will be maintained and distributed for use by others by the NH DES.

4. Estimating the Statistics of the Number of |FR Regulatory Events per Year

Under Task 2, the mean and standard deviation of the number of regulatory events per calendar
year, the number of regulatory event for each calendar season and the mean number of regulatory
events per year based upon the entire period of record, are estimated using the above definition of a
regulatory event. Additionally, a 95% confidence interval of the mean number of events per calendar

year and the mean number of events per calendar season is estimated. Taking the number of
6
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regulatory event per year as an example, let nevent; equal the number of regulatory events, which
would have occurred during the ith of nyear calendar years. Using the final definition of the

regulatory event presented in the prior section of this report, nevent; , is counted.

Given a period-of-record length of nyear, the mean number of regulatory events per calendar

year, E[nevent], are estimated using the Method of Moments as shown by Equation (3).

nyear
y0

t
nyear ia:l nevent, (©))

Hnevent] =

Given a period-of-record length of nyear, the standard deviation of the number of regulatory
events per year, SD[nevent], is estimated using the Method of Moments, as shown by Equation (4).

1 nyear
SOnevent] :\/m a (neventi - E[nevent])2 (4)
i =1

The 95% confidence interval of the true mean number of regulatory events per calendar year,
Mevent, COUld be estimated by assuming that the distribution of the mean number of events per year is
approximately normally distributed with the standard deviation of the mean number of events per
calendar year (which isnot equal to SD[nevent]), unknown. With the range of continuous record
length between 12 and 94 years, it could be assumed that the (1-a)100% confidence interval for
Mevent 1S described by Equation (5) as shown bel ow.

5 taIZS < < v + taIZS (5)
X - X
\/ﬁ rrJ1evem \/ﬁ

where x equals E[nevent]; S equals SD[nevent]; t..» equals the value of the Student’ st distribution
with n=n-1 degrees of freedom and n equals nyear. From standard statistical tables, for aa=0.05
sgnificance level, and with n=12-1 degrees of freedom, to025=2.201. With n=infinity, tos=1.960.
With both values so close to 2.0, this study instead assumes that the 95% confidence interval for the
true mean number of events per year, Meent, 1S adequately described with to g25=2.0 independent of

nyear.

Given a stream gage period-of-record of length of nyear, atotal of K regulatory events occur.
The mean number of regulatory events per year, E[kevents], for the entire period of record, is

estimated using the Method of Moments as shown by Equation (6).
7
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k
Hkevent] = ! a kevent; (6)
nyear =1

5. Estimating the Statistics of the Duration of an |FR Regulatory Event

Under Task 3, the mean and standard deviation of the duration of a regulatory event are
estimated. Additionally, a 95% confidence interval of the true mean duration of aregulatory event is
estimated. Let durat; equal the duration in days of the ith of npor regulatory events that occurred
during the entire period-of-record. Using the definition of the regulatory event presented earlier in

this report, the sample population of durat;, i=1,npor, is devel oped.

Given npor events during the period-of-record, the mean duration of aregulatory event, E[durat],
is estimated using the Method of Moments as shown by Equation (7).

npor

1 >
= — . 7
Hdur at] npor ia:l dur at @)

Given npor regulatory events during the period-of-record, the standard deviation of the duration

of aregulatory event, SD[durat], is estimated using the Method of Moments as shown by Equation
(8).

nyear

Q 2
m ia:l (durati - E[durat]) (8)

SO dur at] :\/

The 95% confidence interval of the true mean duration of a regulatory event, my,«, could be
estimated by assuming that the distribution of the mean event duration being approximately normally
distributed with the standard deviation of the mean event duration, SD[durat]), unknown. One could
assume that the (1-a)100% confidence interval for my,« is described by Equation (9) and shown
bel ow.

v taIZS v taIZS

X - __:Zir_ < nlurat < X + \Aa‘ (9)

where x equals E[durat]; S equals SD[durat]; t.» equals the value of the Student’ st distribution
with n=n-1 degrees of freedom and n equals npor. With npor found to be large, this study instead
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assumes that the 95% confidence interval for the mean duration of a regulatory event is adequately
described by | etti ng t0.025=2.0.

6. Preliminary Analysis and Discussion of the Results.

A comprehensive analysis of the various numbers of regulatory events per year statisticsis well
beyond the scope of this study. The following will serveto illustrate the shear magnitude of that
task. Appendix Il isalisting of the number of regulatory events per year statistics. Thereare 34
stream gages. Six quantiles are estimated for each gage. For each quantile, period-of-record,
calendar year, winter IFR season, spring IFR season, summer |FR season and Fall |1FR season
statistics are estimated. For all but the period-of-record population, six statistics are estimated: the
mean,; the standard deviation; upper 95% confidence interval of the mean; the lower 95% confidence
interval of the mean; the minimum number of regulatory events per year and the maximum number of
regulatory events per year. Asdiscussed earlier, only the mean number of regulatory events per year
is estimated for the period-of-record. The reader might be interested to know that he or she will
find 6,324 summary statisticsin Appendix 1.

A few observations are offered to help guide NH DES program staff and the Advisory Committee
to perform a comprehensive assessment of the results. The approach offered herein might serveto
help them devise an approach to reduce this work in a way that the economists will find tractable.
Focusing solely on the mean (average) number of regulatory events per year statistic, found in
Appendix 11, all 34 (USGS gage Sites) are plotted by quantile. Figure 6.1, upper plot, shows the
distribution of this statistic for the period-of-record, the lower plot shows the distribution of this
statistic for the calendar year (annual). Figure 6.2, upper plot, shows the distribution of this statistic
for the winter IFR season, the lower plot shows the distribution of this statistics for the spring IFR
season.  Figure 6.3, upper plot, shows the distribution of this statistic for the summer IFR season,
the lower plot shows the distribution of this statistics for the fall IFR season.
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Period—of—Record Average
Number of Events per Year by Quantile
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Figure 6.1 POR and Annual Average Number of IFR Events per Year
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Winter Average
Number of Events per Year by Quantile
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Figure 6.2 Winter and Summer Season Average Number of IFR Events per Year
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Summer Average
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Figure 6.3 Summer and Fall Season Average Number of |FR Events per Year
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An unexpected can be seen. Despite the high degree of regulation upstream from a number of the
34 stream gage Sites, the broad difference in climate, geomorphol ogy and especially the range in size
of the watershed areas, the average number of regulatory events per year isremarkably uniform. For
example, the regulated community can expect to be required to cease withdrawing water (Qqo) for
between 1 to 3 times per year, on average as suggested by Figure 6.1. The shut-off season will most
likely be the summer, as suggested in Figure 6.3. The reader should remember, however, that the

summer |FR season |asts five months.

Similarly, a comprehensive analysis of the various event duration statisticsis well beyond the
scope of thisstudy. Appendix 1V isalisting of the regulatory event duration statistics. Thereare 34
stream gages. Six quantiles are estimated for each gage. For each quantile, period-of-record,
calendar year, winter IFR season, spring IFR season, summer |FR season and Fall I1FR season
statistics are estimated. Six statistics are estimated: the mean; the standard deviation; upper 95%
confidence interval of the mean; the lower 95% confidence interval of the mean; the minimum
number of regulatory events per year and the maximum number of regulatory events per year. The
reader might be interested to know that he or she will find 7,344 summary statisticsin Appendix 1V.

Focusing solely on the mean (average) duration of aregulatory event statistic, found in
Appendix 1V, al 34 (USGS gage sites) are plotted by quantile. Figure 6.4, upper plot, showsthe
distribution of this statistic for the period-of-record, the lower plot shows the distribution of this
satistic for the calendar year (annual). Figure 6.5, upper plot, shows the distribution of this statistic
for the winter IFR season, the lower plot shows the distribution of this statistics for the spring IFR
season. Figure 6.6, upper plot, shows the distribution of this statistic for the summer IFR season, the

lower plot shows the distribution of this statistics for the fall I1FR season.

An unexpected result can be seen. Again, despite the high degree of regulation upstream from a
number of the 34 stream gage Sites, the differencein climate, geomorphology and especially
watershed area size, the average duration of a regulatory event is quite uniform. For example, the
regulated community can expect to be required to cease withdrawing water (Qqo) for between 10 to
18 days per event, on average, as suggested by Figure 6.4. The variation of this statistic among the
34 gage Stesincreases during the winter, for example, which range between 8 and 28 days per event,

asseen in Figure 6.5.
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Figure 6.4 POR and Annual Average |FR Event Duration in Days

14

HYSR




Winter Average
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Summer Average
Event Duration by Quantile
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Figure 6.6 Summer and Fall Season Average | FR Event Duration in Days
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While there are any number of ways in which these statistics might be summarized, one way isto
take the average, median value or even the graphical mid-point of these statistics. Using the latter
approach, using Qg just for the sake of discussion, the regulated community can expect to cease
withdrawing water twice ayear on average. For each IFR event, the regulated community can
typically expect to cease withdrawing water for 14 days. Simply multiplying these two independent
statistics together derives one summary index that the economists and others might find useful. For
example then, under the proposed Instream Flow Rules, the regulated community can expect to be

required cease withdrawing water for one month every year, on average.

7. Off-Stream Storage Analysis and Event Duration Probability Analysis.

Summarizing the population of regulatory eventsin terms of average values, standard deviations,
confidence intervals, maximums and minimums are very useful ways to describe these events. For
many among the regulated community, however, these statistics may not be sufficient to fulfill their
needs. For example, from the preceding analyses, it’s clear that the regulated community will be
required to reduce and cease consumptive withdrawals fairly often. In order to avert critical supply
shortfalls that could potentially adversaly impact public health, manufacturing, etc., the construction
of water storage facilitieswill probably be necessary.  One aspect of thisissue regards sizing the
facility, which depends on the levd of reliability or likelihood of service failure (risk) that the
withdrawer iswilling to accept. For adiscussion of about reservoir reiability, see Vogel et a (1995)

for example.

Using the event data files especially devel oped for NH DES, one may perform a storage facility
reliability analysis. Asmentioned earlier, Appendix V isone of the regulatory event time series data
sets, which was then analyzed for both the event duration and the number of events per year
gatigtics. This example data set is the period-of-record Qg regulatory event time series data for
Saco River near North Conway, N.H. streamgauge. For a particular streamgauge and quantile of
interest and for a specific data set (by season, annual or period-of-record) the Welbull, or some
aternative, plotting position may be used to assign an exceedance probability value to rank-ordered
the event duration data (see Fennessey and Vogd, 1990). Example probability plots of the period-
of-record Qso, Qso and Qg are presented respectively as Figure 6.7, Figure 6.8 and Figure 6.9.
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Figure 6.8 Qg Event Duration Probability Plot
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Saco River
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Figure 6.9 Qg Event Duration Probability Plot

Using Figure 6.9 as an example, there is about 50% probability than a single regul atory event will
last approximately 10 days or longer. Similarly, thereis about a 5% probability that a single
regulatory event will last approximately 40 days or longer. This meansthat for every twenty Qg
regulatory events on average, a withdrawer on the Saco River near North Conway might expect one
event to last for at least 40 days (and 40 nights.). Depending upon the degree of risk tolerance, one
withdrawer might size a storage facility to provide for their complete needs for 10 days whereas

another might size a storage facility for provide their complete needs for 40 days.

It's also important to understand what the probability plot does not say. It provides no
information about the length of time between consecutive regulatory events. That information would
be necessary to determine the likelihood of being able to refill the storage facility before the next
event occurs. Fortunately, however, the special data sets prepared as a part of this study, which will
be maintained and distributed by NH DES, will alow the competent analyst to perform a complete

anayss.
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